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Fujicolor Neopan 400CN Pr

(1. GENERAL | [ 3. IDENTIFICA TION )

TheevwujicoNogopa® 0 CNrofessifohriesh Specifications
fastfingraiblackhndwhitéilndesignédr
geneneslehuparticulameaitusenh@ortraitf Film NameujicolFor Neopan 400CN| Profe
andveddimparketithheaddebenebifbeing | Type Daylight type for short exposu
processnpl@li4dtolonegatiheemicals. Speed ISO 400

Process | C41
FujicoldNeopas#00CRrofessidmash wide Film Sizek35 (36-exp) & 120
exposuUmeitudetbxcellenhlighdhadow
detamakinigeasyoexpos@awideangef
conditiamsbroducescelléimtaksulwhen
printedeithdtackndvhitgapearoncolour

paper thrdugital sydikensfugifilmotier 135 Film Box and Cassette
minilab.

( 2 MAIN FEA TURES )

C41Processing

Fujicolor Neopan 400CN Professional is a
chromagéniwhicheand atthelyeshadrise
durinjevelopmardtior meidie xacttllyesame
wawsthosiecolomegatifMen.himmeanthat
botlkoloawmdlackndvhitworkhodurinag
weddih@ginstancamotbeprocesgddough
thseamehemissthsameime.

HiglBharpneasdrin&rain
Thisilmvildendexcelldetawlitpronounced
imageédefiniteomddepthwhilstaintainamg
unobtruginadevel.

Wid&xposutatitude
Thisspeotfthefilnallowhephotograploer
selethtdéilmpeealpproprtatttegobwithoairty
significlostsnqualigyndwithoatterinlye
processtimgeBujifitmmcommaehdtthiilhe
ratethetwed®0100andlSO800toachieve
optimumsuloweveagardletiséilmpeed
chosestandadprocessisngcommended.

SmootBradation
FujicoNbgopa®OCRrofessiicsdasigneith
theneedsfthesoci@lhotographerindnd
producescelleinghlightshadodetagiving
enhanceadntrdsoptimurmhackndvhit@rint
guality
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| 4. PRINTING INFORMATON |

Conventional Printing

Fujicolor Neopan 400CN Professional can be printed
in the same way as conventional black and white
negatives and is designed for use with all black and
white papers.

Wheprintiolgolopapeissystemgchsthe
FujifiFontjeerecommehdttheonfiguration

be set to 'Colour Negative' input mode and

'Monochrome' output mode (or an alternative
manufacturgeuiyalseettings).

Negative Appearance

It is perfectly normal for correctly processed Neopan

400CN Professional film to appear pink or reddish in

appearance. This colour will depend on the

processing conditions at the time oﬂ'mejrattalerepruinshisderivérdom
and may vary with process deviationsnatenatsh taken from general production runs.
variations will not usually affect the Howggasghug|fiisnonstamfdgradihguality
although they may have a slight effeotfibspriodat gdramtgésspecificamiamyccur
made on colour paper withorudtice.
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